Predator - PRT10H/F

pwl 1999 Tinrcl
1500
1400 -
1300 =\
— T 30

1200

1100 \\ \\ i —_—35

~ ~—~—

1000 - e ~ . i
900 "‘-.___.‘ -._\ -._\ ~_

800 M~ \\ P \\\ 5

700 \___ S

~
600 ~ \‘
\

500 P —] ——

400 \‘

300

200

20 25 30 35 40 45 50 55 6o
Tout[C]
D W
F 0 v |
I e
H
L
of
CODICE- CODE - ARTIKELNUMMER - CODIGO M.U PRT10HA3201000 PRT10FA3201000 PRT10FD3121000

Potenza di raffreddamento -Cooling Capacity - Kalteleistung - Capacidad de refrigeracion

L35L50- DIN3168 500 - 1000
Eg;ir;%a_ S; Kﬁgrﬁesddamento - Cooling Capacity- Kalteleistung - Capacidad de refrigeracion W 750 750 250 - 750
Alimentazione - Power Supply - Spannungsversorgung - Alimentacion eléctrica V-ph-Hz 230-}?;638 VAC 230-1-50/60 48VDC
ﬁ;%%/i%/) Larghezza/Profondita - Height/\Width/Depth - Héhe/Breite/Tiefe - Altura/Ancho/Profundidad mm 1200%417X300 1200X417X300 1200%417X300
Potenza Assorbita - Power Consumption - Leistungaufnahme - Potencia Absorbida @ 230VAC L35L50 600 600 ==
Potenza Assorbita - Power Consumption - Leistungaufnahme - Potencia Absorbida @ 48VDC L35L50 110 -- 670
Corrente Assorbita-Absorbed Current-Stromaufnahme-Corriente Absorbida@230VAC 35L35 A 2.5 2.7 ==
Corrente assorbita alla partenza - Starting Current - Anlaufstrom - Corriente de arranque @ 230VAC A 16 16 --
Corrente Assorbita - Absorbed Current - Stromaufnahme - Corriente Absorbida @ 48VDC L35L.35 A 2.6 == 124
Hm:tg%me;igrrggg%mtggﬁ élcae;kr)%r;?%Temperature Limits - Temperatur Einstellbereich - c w25 / +45 25 / +45 125 / +45
Hm:ge-ls—edmept)grrﬁgg%&:;;ﬁt;iér?t]gient Temperature Limits - Grenzwerte Umgebungstemperatur - c 20/ +60 20/ +60 20 / +60
Egézz(ij?grlgttgcacrigqr?gg ; r(?]:]:—)::%et Protection Degree - Schutzgrad Schrankseite - P 54 54 54
Rumorosita - Noise Level - Gerauschpegel - Nivel de ruido dB(A) 55 56 67.5
Peso - Weight - Gewicht - Peso kg 59 59 57
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http://www.cosmotec.it/wp-content/uploads/2016/02/PRT-FREE-COOLING-DIMA-PER-FORATURA_0.pdf
http://www.cosmotec.it/wp-content/uploads/2016/02/PREDATOR-FC-LAYOUT.jpg
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